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Sec. 7-2. Residential driveways.

Concrete driveways on single-family and duplex residential lots shall be constructed with a
minimum thickness of four and one-half (4%) inches and be reinforced with a minimum of number
three grade 60 deformed steel bar conforming to ASTM A615, spaced at eighteen (18) inches on
center each way with a minimum of two-inch sand cushion. The concrete must be able to achieve a
minimum compressive strength of three thousand (3,000) pounds per square inch in twenty-eight
(28) days. Driveways shall include doweled expansion joints at maximum forty-foot spacing and
contraction (crack control) joints at maximum twenty-foot spacing.

(Ord. No. 1130, § 3, 8-18-98)
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TYPICAL RESIDENTIAL DRIVEWAY DETAIL

INSTALL
CONST. JT. @
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VARIES

18" LONG #3 SMOOTH DOWEL OR #3
REBAR GREASED wi SLEEVE @ 18"
C-C AND #3 REINFORCED STEEL (1YP)

A-A

TIE #4 REBAR TO CURB

l}+t+t+t+t-Htt-~~-~~~~G #4 SMOOTH DOWEL OR

#4 REBAR GREASED wi SLEEVE
@ 18" C-C (1YP)

A

18" LONG #4 SMOOTH DOWEL OR
#4 REBAR GREASED wi SLEEVE
@ 18" C-C (TYP) NOTES:

1. EXPANSION JOINTS SHALL HAVE r OR r REDWOOD
OR ASPHALT FIBERBOARD AND REQUIRE NON-SHRINK
SEALENT, HOT RUBBER OR APPROVED EQUAL
2. #3 REBAR @ 18" C-C MAY BE USED IN PLACE OF
#4 REBAR @ 24" C-C FOR THE DRIVEWAY ITSELF

STREET
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